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WE WOULD LIKE TO 
THANK MEMBERS FOR 

THEIR LETTERS.  
THIS ISSUE’S FEATURED 

CONTRIBUTOR HAS 
WON A $20 VOUCHER 

FROM SPIZZA.

 IF YOU HAVE A MOTORING 
OR TRANSPORTATION 
ISSUE YOU’D LIKE TO 

RAISE, WE WANT TO HEAR  
FROM YOU! EMAIL US AT  
AASMAIL@AAS.COM.SG 

AND YOU COULD WIN 
AN ATTRACTIVE PRIZE. 

LETTERS MAY  
BE EDITED FOR LENGTH 

OR CLARITY.

At several junctions in 
Singapore, there are 
road markings informing 
drivers whether they 
can make a turn from 
a particular lane. One 
junction on Ganges 
Avenue has three 
adjacent lanes, each with 
a different marking: the 
right one denotes only 
a right turn, the middle 
one allows right turns and 
going straight, while the 
left one is only for going 
straight. Occasionally, 
drivers approaching the 
junction see the road 
markings too late and find 
themselves inadvertently 
in the wrong lane. Those 

Y O U R  S A Y  O N  T O D A Y ’ S 
T R A N S P O R T A T I O N  I S S U E S

RIGHT TURN LANES

THE SAFE APPROACH
Before changing lanes, 
drivers must check their 
rear view mirror and 
the blind spots on both 
sides to take note of 
oncoming traffic on the 
lane they want to switch 
to. They should then 
signal their intention 
using the indicator. When 
the lane is clear, they 
should slowly move out 
of their current lane into 
the next one and drive 
off promptly. Showing 
courtesy and patience for 
fellow road users allows 
better sharing of roads 
and makes driving more 
enjoyable. 

in the middle lane who 
want to head straight 
may be stuck behind a 
car waiting to turn right. 
Sometimes, these cars 
try to change lanes at the 
last minute, which can 
be dangerous. On roads 
like this and other similar 
ones, road signs or road 
markings should be put 
in place further down the 
road before the junction 
to alert drivers to the 
traffic flow pattern early. 
This will prevent a lot of 
frustration for drivers, 
and also serve to prevent 
accidents.
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